
Polyethylene Slit Loom
Slit seam construction allows for easy wire insertion and repair, 
yet retains wire even when bent or twisted. Maximum temperature
93˚C (200˚F). Ideal for protecting wire from heat, sunlight, water,
snow, ice, salt, friction and vibration wear, fraying and puncture. 
UV stabilized black.

High Temperature 
Nylon Slit Loom
Suitable for engine compartments this nylon 
slit loom, identified by a grey stripe, has a 
temperature rating of 149˚C (300˚F)

Diam. (in) Length Part #
Inches Feet Black

Convenience Packs
1/4 50 48014
3/8 50 48038
1/2 50 48012
5/8 50 48058
3/4 50 48034
1 50 48010

Note: Some sizes and colors are available by special order only.  Contact customer service to determine availability.

Looms and Tubing

Diam.. (in) Length Colors and Part Numbers
Inches Feet Black White Red Yellow Blue Teal Purple

Convenience Packs
1/4 12 47114
1/4 50 47014 41014 42014 44014 46014 45014 43014
3/8 10 47138
3/8 50 47038 41038 42038 44038 46038 45038 43038
1/2 8 47112
1/2 50 47012 41012 42012 44012 46012 45012 43012
5/8 50 47058
3/4 50 47034 41034 42034 44034 46034 45034 43034
1 50 47010

1 1/4 50 47125
Bulk Packs

1/4 3200 47914 41914 42914 44914 46914 45914 43914
3/8 1900 47938 41938 42938 44938 46938 45938 43938
1/2 1100 47912 41912 42912 44912 46912 45912 43912
5/8 800 47958
3/4 550 47934 41934 42934 44934 46934 45934 43934
1 300 47910

1 1/4 250 47925
1 1/2 150 47915

2 100 47920
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Slit Loom 
Installation Tool

Part #
50241 For smaller diameters (1/4”, 3/8” & 1/2”)
50242 For larger diameters (1/2”, 5/8” & 1”)

Diam.. (in) Length Part #
Inches Feet Black

Bulk Packs
1/4 3200 48914
3/8 1900 48938
1/2 1100 48912
5/8 800 48958
3/4 550 48934
1 300 48910

1 1/4 250 48925
1 1/2 150 48915
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